规格和参数：
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42 [ colour: SILVER METALIC (PERFERABLE)
Seating: ALL WITH ELR 3 POINT SAFETY BELT
DRIVER SEAT: POWERED 8-WAY ADJUSTABLE &

POWER LUMBAR SUPPORT
2| FRONT PASSENGER SEAT: POWERED 8-WAY
ADJUSTABLE & SHOULDER SWITCH
REAR SEATS: STANDARD

44 | Seat Covering: SMOOTH LEATHER/DARK
GREY/BLACK (PREFERABLE)

45 | Windscreen: STANDARD FILM LAMINATED
Break system — Anti lock braking system with

4 | Electronic Break force distribution, Brake assist,
Vehicle stability control, traction control and Hill start
assist

4.7 | Airbag for all seats (PREFERRABLE)

4.8 | Air conditioning with non CFC: automatic 3 zone

4.9 | Lockable glove box: STANDARD

4.10 | Head rests front: STANDARD

411 | Handles front and rear: STANDARD

412 | Sun visor 2 pieces: STANDARD
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4.13 | Digital clock: STANDARD

4.14 | Speedometer (km/h) and tachometer: STANDARD|

215 Radio/CD (AM/FM/LM/MW): blue tooth, wireless,
controls on steering wheel

4.16 | Seat belts front and rear: ALL SEATS

4.17 | Fuel filter blockage indicator: STANDARD
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4.18

Air cleaner restriction indicator: STANDARD

4.19 | Power windows

4.20 | Central Lock

5.0 | Technical Specifications: Key Exterior Fittings.
5.1 | Door mirrors L/R: electric

5.2 | Front/rear mud flaps: STANDARD

5.3 | Front/rear towing eyes: STANDARD

5.4 | Rear window wipers/washer: STANDARD
5.5 | Rear towing hook: STANDARD

5.6 | Lockable fuel cap: STANDARD

5.7 | Rust protection treated: STANDARD

5.8 | Lighting as per International standards:
5.9 | Back Warning System
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6.0 | Technical Specifications: Accessories

6.1 | Firstaid kit

6.2 |Toolkit

6.3 | Standard cross type wrenches (17, 19, 21, 22 mm)
6.4 | Warning Triangles

6.5 | Fire extinguisher fitted to vehicle

6.6 | Battery power lantern

7.0 |Manuals:

7.1 | Handbook in ENGLISH, one for each unit

42 | The price of the handbook must be included in the

price of the vehicle
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8.0 | Manufacturers Recommended Spare Parts:
Please advise in tender recommended service
dates/km and est. prices for 5 years.
8.1
(This information s for FAO information and will not be taken
into account for evaluation and award).
9.0 | After sales servi
.1 | Supply name, address and Tel./Fax number of your
: service agents in [enter here your country]
State who will be responsible for providing the Pre-
o, | Delivery Inspection (PDI)/commissioning of your

equipment upon arrival in THAILAND before hand
over to end users.
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10.0

Warranty: Vehicle

10.1

Standard Manufacturer Warranty Coverage is compulsory
for FAO.

Afull and clear manufacturer/bidder’s warranty
statement transferable with the ownership of the
equipment (FAO or end-user) must be submitted with
your bid detailing the terms and conditions that are being
offered.

‘The minimum requirement is 3 years or 100,000 km
whichever comes first, Standard Manufacturer Warranty
coverage activated by the manufacturer’s authorized local
agent, stamping the warranty booklet immediately after
that PDI is completed.

NB. FAO reserves the right to request before final award,
written local authorized agent’s acceptance to offer the
required standard Manufacturer warranty coverage for
the vehicle(s) offered.
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TECHNICAL SPECIFICATIONS REQUIRED

SEDAN with Right Hand Drive, Toyota Camry (hybrid) or

Engine size: 2000 — 2500 cc.

Quantity required: 2 units

1.0 | Technical Specifications: General

11 | Type of Engine: Twin Cam 16 VALVE ECVT
12 | No.of Cylinders: 4

Engine Power: MAX. OUTPUT HP/RPM
e 176/5700

13,4 | Electric motor: Permanent Magnetic Synchronous
7 | motor

1.3.2 | Electric motor output: 88KW (118HP)

14 | Fuel System: HYBRID/PETROL
141 | Battery Pack: Lithium-ion (LE) nickel-metal plated (Ni-
T MH)

1.4.2 | Battery Capacity: 4.0 ampere hour

1.5 | Engine oil cooler: STANDARD
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16 | FuelFilter System:  STANDARD

17 | AirFilter System: STANDARD

1.8 | Cooling system; STANDARD

19 | Alternator: STANDARD
1.10 | Battery: STANDARD
111 | CO2 Emission: Up to 210 g/Km
2.0 | Technical Specifications: Transmission
2.1 | Fullfloating rear axle: STANDARD

22 |Driveline:  FRONT WHEEL DRIVE
23 | Gearbox Type: AUTOMATIC

24 |No.Ratios: 6
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3.0 | Technical Specifications: Chassis

31 | WheelBase: STANDARD

32 | Ground clearance: 140

33 | Curb weight 3472

3.4 | Heavy Duty Suspension:

35 | Brakes: FRONT: VENTILATED DISC / REAR: SOLID DISC

36 | FuelTank: AT LEAST 60 LITTERS

3 | Steering: EPS —electronic power steering
rack and pinion with power assist

3.8 | Tyressize: STANDARD

3.9 |Spare Wheel: STANDARD

4.0 | Technical Specifications: Body and Key Interior
Fittings

41 |BodyType:  SEDAN





