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Flexible Map Reading Light Specification可弯曲的阅读灯
The image above, is used an example of the style required. 上面的图片是所需要的一个类型的例子。
Bulb’d flexible Map Reading Light   灯泡光源
Product description:- Flexible black arm. Lamp head has an integral rocker On/Off switch and is fitted with a clear diffuser lens for glare-free illumination. Pillar or dash mounting. Overall length to be 600mm maximum. Flexible neck to be a minimum of 450mm, maximum 500mm. Flexible neck to be black coloured, and coating must not flake in service. Flexible neck must hold the position it is set in until re-positioned. Flexible neck must be silent in operation.
产品描述：带可弯曲色支架，灯头有开关，并且安装一个透明的扩散透镜，这样光线不刺目。可以竖着或者横着安装，最大的总长度是600mm,可弯曲的支架的最小长度是450mm，最大长度是500mm, 支架是黑色的，使用中涂层不能剥落，支架必须维持在设定的位置上直到重新设定位置，在使用中，可弯曲/调节的支架不能出声。
Mounting: - Screw Mounting 安装： 螺钉
Head Rotation: - 300°   灯头旋转角度：- 300°  
Operating Voltage: - 18V – 33V工作电压；18V – 33V
Features: - Product to be supplied with bulb, on off switch to be fitted in the rotating head. Lamp to be supplied with 300mm of single core cables. 特征:产品带灯泡，可旋转灯头带有开关。灯有300mm的单芯电线
Product must be capable of being approved to ECE Reg 10.04 for EMC
Important Note: - Light head must not get hot to touch when in service, and must be cable of being touched without risk of injury重要提示：在使用的时候，灯头触摸必须不烫，触摸的时候不能有受伤的风险。
Bulb Wattage: - 7W    瓦数：7W
Bulb Voltage: - 24V systems  灯泡电压 ： 系统电压24V
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Lamp Illuminating pattern for the bulb’d lamp   灯泡的照明模式
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LED flexible Map Reading Light  LED 光源 
Product description:- Flexible black arm. Lamp head has an integral rocker On/Off switch and is fitted with a clear diffuser lens for glare-free illumination. Pillar or dash mounting. Overall length to be 600mm maximum. Flexible neck to be a minimum of 450mm, maximum 500mm. Flexible neck to be black coloured, and coating must not flake in service. Flexible neck must hold the position it is set in until re-positioned. Flexible neck must be silent in operation.
产品描述：带可弯曲色支架，灯头有开关，并且安装一个透明的扩散透镜，这样光线不刺目。可以竖着或者横着安装，最大的总长度是600mm,可弯曲的支架的最小长度是450mm，最大长度是500mm, 支架是黑色的，使用中涂层不能剥落，支架必须维持在设定的位置上直到重新设定位置，在使用中，可弯曲/调节的支架不能出声。
Mounting: - Screw Mounting 安装：螺钉
Head Rotation: - 300°     灯头旋转角度：- 300°  
Operating Voltage: - 8V – 33V   工作电压；8V – 33V
LEDPower: - 2.4W minimum   LED 功率：最小2.4W
Bulb Voltage: -12V or 24V systems 灯泡电压： 12V或者24V

Features: - Product to be supplied with bulb, on off switch to be fitted in the rotating head. Lamp to be supplied with 300mm of single core cables. Product to be constant current and to be reverse polarity protected. Low power consumption.特征:产品带灯泡，可旋转灯头带有开关。灯有300mm的单芯电线，该灯是恒定电流和反接保护，低功耗。
Product must be capable of being approved to ECE Reg 10.04 for EMC  能通过EMC10.04
Important Note: - Light head must not get hot to touch when in service, and must be cable of being touched without risk of injury. 重要提示：在使用的时候，灯头触摸必须不烫，触摸的时候不能有受伤的风险。
 Lamp Illuminating pattern 灯的照明模式

	Product Type 产品类型
	Target Sell Price 目标价格
	Currency电流
	Volume/a 要求数量
	Light光源
	SOP标准作业程序
	Lifetime寿命

	Snake Lamp Bulb’d，  灯泡光源
	
	
	40,000
	Bulb
	2017
	4

	Snake Lamp LED， LED 光源
	
	
	10,000
	LED
	2017
	4

	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 


中间一半照明参数





散布模式








