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The KSM 400 envelope machine:

General information 
-receives the fixed dose from the feeding device or the user

-gives the packaging material the form of an envelope

-seals it airtightly

-cuts it and gives it to the conveyor belt that is placed under the machine output, to transfer it to the place that the user chooses.

It consists of the following sub-systems:

-Packaging material unrolling system that is controlled by electrical photocell and pulse encoder.

-Bag former that gives the packaging material the form of an envelope.

-Vertical welding jaw system that creates the vertical seal of the bag.

-Horizontal welding jaws and cutting system that create the horizontal seal and cut the ready envelope.

-Multifunctional electrical control panel where all the settings can be done simply and easily.

Advantage 


-Robust construction for reliable and continuous operation.

-Air-tight envelopes for long-lasting and high protection of the product.

-High rate of envelope filling.

-With touch screen for all the functions easy setting.

-Fast change from a product to another as far as all the functions setting combinations can be saved as recipes.

-Easy change from an envelope size - shape to another.

-High safety systems.

-Transparent protecting coverings that do not limit user's visibility.

-Ergonomic design.

-With lockable castors that insure : 1.stability during the production procedure 2.easy transportation.

ECHNICAL FEATURES

Envelope's width
40mm-170mm

Envelope's height
40mm-280mm

Rated Power
    1,12 Kw

Thermal Power
1,5 Kw

Required Voltage
400V

