
DRILLING BITS 

Page 1 of 1 

Sr# Description/Specifications Qty. Nos 

1 
4-1/2" dia tricone roller rock bit with 2-3/8” API regular pin 
connection, regular mud circulation type. IADC-321 (Steel Milled 

Tooth Type) 

120 

2 

7" dia tricone roller rock bit with 3-1/2" API regular pin 

connection, regular mud circulation type. IADC-321 (Steel Milled 
Tooth Type) 

60 

3 
9-1/2” dia tricone roller rock bit with 4-1/2” API regular pin 
connection, regular mud circulation type. IADC-321 (Steel Milled 
Tooth Type) 

60 

4 
12” dia tricone roller rock bit with 6-5/8” API regular pin 
connection, regular mud circulation type. IADC-321 (Steel Milled 

Tooth Type) 

02 

5 

15” dia tricone roller rock bit with 6-5/8” API regular pin 

connection, regular mud circulation type. IADC-321 (Steel Milled 
Tooth Type) 

02 

Important Note: 

1. Make: Europe, USA, Canada, Australia and API
certified Chinese Manufacturers.

2. API Certificate must be attached with offer.
3. Technical specifications of all bits must be supported by

literature/drawing etc.
4. Package deal will be preferred.
5. Make and country of origin should be clearly mentioned in

quotation.


