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SPECIFICATION SHEET 
l Sr.-No. J"- ..._. '-' .... _.._-_. Description 
'--1-. 

"-2---

....,. 3" ., .. 

. Dia-phrIlQ~e (lined) 

PN 16 ON 40 

Body 5.1301 (EN-GJL-250) or ASTM A 48-408 with hard rubber 

lining (NR-H) 


Flanges RF PN 115 to DIN EN 1092-2 Form 8 


Face to Face length to EN 558·' R1 


Diaphragm: CSM 


Bonnet: 5, 1301 (EN-GJL-250) With Handle Wheel 


Standard painhng. 40 ~m. RAL 7040 (grey) 


Service 33% HCI or 33% NaOH 


Max. Temperature: 60°C 


Diaphragm valve (lined) 

PN 16 ON &0 

Body 5.1301 (EN-GJL-250) or ASTM A 48-40B with hard rubber 

lining (NR-H) 


Flanges RF PN 16 to DIN EN 1092-2 Form B 


Face to I='ace length to EN 558-1 R1 


Diaphragm: CSM 


Bonnet: 5.1301 (EN-GJl-250) With Handle Wheel 


Standard painting. 40 ~m. RAL 7040 (grey) 


Service: 33% HCI or 33% NaOH 


Mal(, Temperature: 60°C 

[Oiaphragmvaiva (i-in-e-d}-+-A-c-t-ua-t-o-r]~-~-------+----~ 
PN 16 ON 50 

Body 5,1301 (EN·GJl-250) or ASTM A 48-409 with hard rubber 

I IAi, ,"pply p<e'su'. min. 5.5 bIM. max. 10"", 

_____ ......._.. , ".I__--L_~_:_:._i~_e~_~_:_:Q_raH_t~_r~_~~~;~~.~~:~____a"'"»"", 

lining (NR-H) 

Flanges RF PN 1610 DIN EN 1092-2 Form B 

Face to Face length to EN 558-1 R1 

Diaphragm; CSM 

Bonnet: 5, 3103 (EN-GJS-400·18-lT) With pneumatic piston 

actuator type: LAP-SF-125,Q02·F10 

, Working line pressure max, 6 bar 
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