
1 2 3 4 5 6 7 8 9 10 11 12

1 2 3 4 5 6 7 8

A

B

C

D

E

F

G

H

A

B

C

D

E

F

G

9 10 11 12

Copying of this document, and giving it
to others and the use or
communication of the contents thereof,
are forbidden without express
authority. Offenders are liable to the
payment of damages. All rights are
reserved in the event of the grant of a
patent or the registration of a utility
model or design.
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Werkstoff/material:

Zeichnungsnummer/drawing number:

Format/size:
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Benennung/description:

Änd.-Grund:

Änd.-Beschreibung:

A2

Änderungsstand/
revision:

Ursprung/based on:

1:1Gewicht/weight (kg): Maßstab/scale:

Sleeve
Hülsenkasten

Hülse

200-0302

0,559

1.0330 (DC01/ St12)

-

-

Status/status FreigegebenOberflächen/surfaces
DIN ISO 13715

Allgemeintoleranzen/
general tolerance

Form- u. Lagetoleranzen/
geometrical tolerances

DIN ISO 1101
DIN ISO 8015

DIN ISO 2768 - mK

Werkstückkanten/chamfers
DIN ISO 1302

Datum/date Name/name

Erzeugt von/
created

Freigegeben von/
released

20.08.2010 Peemöller

07.09.2010 Peemöller

Projektionsmethode/first
angle projection

Prüfmerkmal (SPC)/
significant
characteristic

Schutzvermerk nach DIN ISO 16016
beachten/ observe protection notice
DIN ISO 16016

Auftrags-Nr.:

Stück: Termin:

Peemöller

07.09.2010Datum:

Name:
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Spezifikationen:

-Formwerkzeug vorbereitet für max. Hülsenlänge 
  L=300
  Geeignet für folgende Materialien: 1.0330 (DC01, St 12), 
  1.0338 (DC04, St 14), 1.4301 (AISI 304)

-Oberfläche: A2C nach ISO 4042, chromatieren, Chrom VI frei
 Schichtdicke 5µm

-Max. Einsatztemperatur 220°C

Spezifications:

- Deep-drawing die prepared for maximum sleeve length
  L=300
  Possible sleeve materials: 1.0330 (DC01, St 12), 
  1.0338 (DC04, St 14), AISI 304 (1.4301)

-Surface: A2C according to ISO 4042, yellow chromated, hex-chrome-free
 Thickness 5µm

-Maximum ambient temperature 220°C
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